
供应美国FISCHBEI双针四线线缝包机

产品名称 供应美国FISCHBEI双针四线线缝包机

公司名称 广州图森机械设备有限公司销售部

价格 1000.00/1

规格参数 品牌:fischbein
型号:1000

公司地址 广州天河区珠村东环路99号东汇商务中心A325

联系电话  13622892467

产品详情
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Fischbein

Fischbein Americas

Products

Bag Sewing

Sewing Heads

Plain Sewing  Model 100-2

Plain Sewing  Model 100-2

  

  



Back by the famous Fischbein craftsmanship, the Empress? Model 100-2? Sewing Hea

d features two needles that create a secure, sift resistant, two parallel stitch closures. Th

e Model 100-2 is perfect for closing every type of open mouth bag, including multi-wall p

aper, woven and laminated woven polypropylene and jute in the most demanding work 

environments. Fischbein’s pressurized, self-lubricating system protects moving parts an

d ensures maximum productivity with low maintenance.  The Empress 100-2 sewing he

ad’s precision rotational parts allow for adjustable operating speed from 35 to 45 feet p

er minute, with very little vibration. The Model 100-2 creates two perfect, parallel stitch li

nes with a two thread, double locked stitch – adjustable from 2.25 to 3.25 per inch, facto

ry set at 2.5 stitches.  Fischbein’s Model 100-2 two needle sewing head is featured on o

ur cost effective, entry level Model 400 Pro2? and heavy duty 400NS2? Plain Sewing Sy

stems. Selective options for the Model 100-2 include power infeeds, thread break detect

ors, oil sensors, bag coder and photoelectric controls for system integration. Food grade

 lubricant is also a

vailable. For maximum performance 

use Fischbein industrial sewing thread and genuine Fischbein parts.  Specifications

? System Component ? Plain sewn closure ? 2 Needle format ? Thread pusher knife

? Standard 2.5 stitch/inch ? Type 401 2-thread stitch ? 35 to 45 feet per minute
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