
进口TBV低温球阀中国TBV现货

产品名称 进口TBV低温球阀中国TBV现货

公司名称 上海云谨机械有限公司

价格 2.00/件

规格参数 品牌:TBV
型号:5100
其他产品:TBV控制阀

公司地址 上海市宝山区罗芬路689弄40号F区1015室

联系电话  18721557225

产品详情

 进口TBV低温球阀中国TBV现货

TBV 提供提供多种阀腔泄压处理方式。 根据是否要求单向流动或双向流动以及阀门配置的类型，我
们提供下列选择。TBV 工厂设施占地面积 10 万平方英尺，其中 8 万平方英尺用于制造、组装、
测试、装运和质量保证。现在，TBV 的产品系列中包含更多的尺寸， 凭借这一能力， TBV 拥有
了在液化天然气、采矿和石化市场中的竞争能力。

 

TBV球阀阀杆防漏密封通过 PTFE V 形环或 graphoil封填来实现，封填物安放在防脱出阀杆上机加
工而成的凸肩上，使封填物和阀杆在热循环过程中作为一个整体单元移动。 此外，封填物通过自补偿
贝氏弹簧垫圈和封填调节螺母进行实时加载和固定。 这些特征再结合封填孔的紧密公差机加工和表面
处理，使阀杆密封只需极少的维护即可达到最长的寿命。

TBV阀门的压力等级有：150, 300, 600, 900, 1500, 2500 ANSI

TBV 阀门可使用 Cryofil、Kel-
F 或 Ultrafil 阀座，这些阀座经专门设计，可在低至 452℉ / 269℃ 的温度上实现防漏运行。

如为单向流动，流动方向箭头位于阀门上的三个部位，使得流动通过阀门的方向清楚无疑：

 中心部分的底部凸出部。

 低温加长部的顶板。

 阀体上的不锈钢标签。



TBV Ball Valves

20S71150T2T2MT2

Two-Piece Flanged Ball Valve

Series 1800 Two-Piece, Forged, Flanged Ball Valve

Series 2000 Unibody, Cast, Flanged Ball Valve

Series 2800 Two-Piece, Full Port, Cast Flanged Valve

Series 3300 Autoclave Service Valve

Three-Piece Flanged Ball Valve

 进口TBV低温球阀中国TBV现货

Series 1100 Three-Piece, Threaded/Welded Floating Ball Valve

Series 3100 Three-Piece Wafer Valve

Series 5100 Three-Piece Wafer Valve

 

TBV CHECK VALVE TBV阀门 TBV中国

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

