
WS601三维姿态仪&船舶姿态补偿仪

产品名称 WS601三维姿态仪&船舶姿态补偿仪

公司名称 广州慧洋信息科技有限公司

价格 1.00/台

规格参数 品牌:Sentera Tech
型号:WS601

公司地址 广州市海珠区广州大道南228号经典居3107室

联系电话  18027170816

产品详情

产品说明

 

      姿态仪ws600系列波浪运动传感器系美国sentera technology公司设计和制造的超小型姿态和浪
高测量仪表。通过先进波浪动力学算法融合低噪声加速度传感器和固态陀螺，并进行全面稳定校准，本
产品可提供实时高精度的浪高、横滚和俯仰角动态测量值，同时配备了
直观方便的图形化人机操作见面。

     姿态仪ws600系列波浪运动传感器拥有众多欧美企业用户，具备经得起考验的可靠性，价格远优
于市面上相似性能的同类产品。

 

 姿态仪ws600系列可有额外定制功能：

 

      1.通过连接gps接收机或电子罗经，可对载体的航向角进行航位推算，提高航向角输出的频率
和精度，甚至在短暂低速或者丢失gps信号的情况下亦可维持航向的精度。

      2.一般放水(ip65)或深水(3000米)封装可供定制选择。

 

姿态仪ws600系列波浪运动传感器 典型应用：

 



测深仪浪高和姿态补偿；

水下仪表设备监控；

船体姿态数据测量；

波浪浮标；

仪表面板；

海洋卫星天线；

海上平台稳定；

 

ws600 series  specification:

 

performance ws-600 ws-601
range量程 heave ± 10m ± 10m

pitch ± 90� ± 90�
roll ± 180� ± 180�

bandwidth带宽 heave 0.04 to 40 hz
pitch 0 to 40 hz
roll 0 to 40 hz

dynamic accuracy动态精度 heave 10cm or 10% 5cm or 5%
pitch 0.5 �  rms 0.1 �   rms
roll 0.5 �  rms 0.1 �   rms

static accuracy静态精度 pitch 0.1 �  rms 0.05 �  rms
roll 0.1 �  rms 0.05 �  rms

resolution分辨率 heave 1cm 1cm
pitch 0.01 � 0.01 �
roll 0.01 � 0.01 �

communications
interface通信接口

output rs422 and rs232(optional).38400bps

power supply电源需求 8-30v dc，surge and reverse polar protected
dimension尺寸 52×52×123(mm) 2.05×2.05×4.8(inch)
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