
Optical Transceiver

产品名称 Optical Transceiver

公司名称 四川合易佳电子科技有限公司

价格 面议

规格参数 品牌:HighEasy
型号:Optical Transceiver
SFP Transceiver:XFP Transceiver

公司地址 四川省成都市天府新区华阳街道富民路一段208
号1层

联系电话 0816-2557930 18981117583

产品详情

 HighEasy offers a broad range of optical fiber transceivers for telecom applications for data rates from 1.25G up to
100G. We are supporting your needs as an OEM manufacturer for bare components - or provide you with the right
solution to solve your transport tasks as a Network Operator.

100G CFP

  

Product Description

  

Data Rate

(Gibt/s)

  

TX

(nm)

  

RX

(nm)

  

Reach

  

Pout

  

Sensitivity

  

Temperature

  

100G-CFP2-LR4-10

  

100G

  

1310nm

    

10km

  

0~4

  

<-24

  

0℃~70℃
  

100G-CF-LR4-OTU4-10

  

100G

  

1310nm

    

10km

  

-4.5~0.5

  

<-24

  

0℃~70℃
  

100G-CFP-LR4/OTU-10

  

100G

  

1310nm

  

4X25Gb/s

  

10km

  

-6

  

< -22

  

0℃~70℃
  

100G-CFP-SR

  

100G

  

850nm

    

500m

  

0~4

  

<-24

  

0℃~70℃
  

100G-CFP-4*25

  

CFP 100G

  

1310nm

    

2km

  

5

  

<22

  

0℃~70℃



  

100G CFP4 SR4 SMF 1310nm 100m

  

100G

      

100m

      

0℃~70℃
  

100G CFP4 LR4 SMF 1310nm 10km

  

100G

      

10km

      

0℃-70℃

 

40G QSFP

  

Product Description

  

Data Rate

(Gibt/s)

  

TX

(nm)

  

RX

(nm)

  

Reach

  

Pout

(dBm)

  

Sensitivity

(dBm)

  

Temperature

  

40G-QSFP+-03

  

40G

  

850nm

    

100m

  

-4

  

-24

  

0℃~70℃
  

40G QSFP IR4

  

40G QSFP

  

1310nm

    

1.5KM

  

5

  

27

  

0℃~70℃
  

40G-QSFP+-10

  

40G

  

1310nm

    

10km

  

-4

  

-24

  

0℃~70℃

 

XFP 10G

  

Product Description

  

Data Rate

(Gibt/s)

  

TX(nm)

  

RX(nm)

  

Reach

  

Pout

(dBm)

  

Sensitivity

(dBm)

  

Temperature

  

XFP-10G-300

  

10G

  

850nm

    

300m

  

-2

  

-24

  

0℃~70℃
  

XFP-10G-40

  

10G

  

1310nm

    

20km

  

-4

  

-24

  

0℃~70℃
  

XFP-10G-80

  

10G

  

1550nm

    

80km

  

-4

  

-24

  

0℃~70℃
  

BIDI-10G-XFP-20A

  

10G

  

1270nm

  

1330nm

  

20km

  

-3~0

  

-24

  

0℃~70℃
  

BIDI-10G-XFP-20B

  

10G

  

1330nm

  

1270nm

  

20km

  

-3~0

  

-24

  

0℃~70℃
                



BIDI-10G-XFP-40A 10G 1270nm 1330nm 40km -3~0 -24 0℃~70℃
  

BIDI-10G-XFP-40B

  

10G

  

1330nm

  

1270nm

  

40km

  

-3~0

  

-24

  

0℃~70℃
  

BIDI-10G-XFP-60A

  

10G

  

1270nm

  

1330nm

  

60km

  

-3

  

-24

  

0℃~70℃
  

CWDM-10G-XFP-20-xx

  

10G CWDM

  

1270nm~1610nm

    

20km

  

-1~

  

0.789473684

  

0℃~70℃
  

CWDM-10G-XFP-80-xx

  

10G CWDM

  

1270nm-1610nm

    

80km

  

-1~3

  

0.888888889

  

0℃~70℃
  

DWDM-10G-XFP-40-xx

  

10G DWDM

  

DWDM C-band

    

40km

  

-1~2

  

0.831578947

  

0℃~70℃
  

DWDM-10G-XFP-80-xx

  

10G DWDM

  

DWDM C-Band

    

80km

  

-1~3

  

0.888888889

  

0℃~70℃
  

XFP-10G-BIDI-80

  

XFP BIDI

  

1490nm

  

1550nm

  

80km

  

--7~1.5

  

-24

  

0℃~70℃

 

SFP+ 10G

  

Product Description

  

Data Rate

(Gibt/s)

  

TX(nm)

  

RX(nm)

  

Reach

  

Pout

(dBm)

  

Sensitivity

(dBm)

  

Temperature

  

SFP-10G-03

  

10G

  

850nm

    

300m

  

-4

  

-27

  

0℃~70℃
  

SFP-10G-02

  

10G

  

1310nm

    

220m

  

-4

  

-27

  

0℃~70℃
  

SFP-10G-20

  

10G

  

1310nm

    

20km

  

-4

  

-27

  

0℃~70℃
  

SFP-10G-40

  

10G

  

1550nm

    

40km

  

-4

  

-27

  

0℃~70℃
  

SFP-10G-80

  

10G

  

1550nm

    

80km

  

-4

  

-27

  

0℃~70℃
  

BIDI-10G-SFP-20A

  

10G BIDI

  

1270nm

  

1330nm

  

20km

  

-4

  

0.931034483

  

0℃~70℃
                



BIDI-10G-SFP-20B 10G BIDI 1330nm 1270nm 20km -4 0.9310344830℃~70℃
  

BIDI-10G-SFP-60A

  

10G BIDI

  

1270nm

  

1330nm

  

60km

  

-5~0

  

-27

  

0℃~70℃
  

BIDI-10G-SFP-60B

  

10G BIDI

  

1330nm

  

1270nm

  

60km

  

-5~0

  

-27

  

0℃~70℃
  

BIDI-10G-SFP-80A

  

10G BIDI

  

1550nm

  

1490nm

  

80km

  

1~6

  

-22

  

0℃~70℃
  

BIDI-10G-SFP-80B

  

10G BIDI

  

1490nm

  

1550nm

  

80km

  

1~5

  

-22

  

0℃~70℃
  

CWDM-10G-SFP-20-xx

  

10G CWDM

  

1270~1610nm

    

20km

  

-5~0

  

-23

  

0℃~70℃
  

CWDM-10G-SFP-40-xx

  

10G CWDM

  

1270~1610nm

    

40km

  

-1~3

  

-23

  

0℃~70℃
  

CWDM-10G-SFP-80-xx

  

10G CWDM

  

1270~1610nm

    

80km

  

-1~3

  

-23

  

0℃~70℃
  

DWDM-SFP-10G-80

  

SFP+ DWDM

  

DWDM C-band

    

40km

  

-3~0

  

-23

  

0℃~70℃
  

DWDM-SFP-10G-80

  

SFP+ DWDM

  

DWDM C-band

    

80km

  

-3~0

  

-23

  

0℃~70℃
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