
水份测定仪 ZSD-1 安灵

产品名称 水份测定仪 ZSD-1 安灵

公司名称 乌鲁木齐鑫源诚业商贸有限公司

价格 .00/个

规格参数 品牌:安灵
型号:水份测定仪ZSD-1
类型:电子式水分计

公司地址 新疆乌鲁木齐市新市区北站二路东一巷226号乌
鲁木齐化工市场A2-013

联系电话 86 0991 8770980 13579286588

产品详情

品牌 安灵 型号 水份测定仪 ZSD-1
类型 电子式水分计 测量范围 0.01%--100%
电源电压 220（V）

概述本仪器为卡尔费休（kari.fischer）滴定法测定
水份的仪器。采用化肥、医药、食品、轻工、化
工原料以及其它工业产品的水分含量。

generalthe instrument use kari. fischer measurement to
measure the moisture. it use ascertaining end-point
titrimetry to measure the end-point . it can be used to
measure the moisture content in chemical fertilizer
medicine, foodstuff, chemical material and other
industrial products.

技术参数technical parameter

型号 model zsd-1

极化电压 polarization voltage -20mv

灵敏度sensitivity 10-6a

终点延时 end-point delay 10±2秒 10±2set



分辨率distinguishablity 0.05ml

滴定流量 titration flux 0.1ml/s

电源 power supply 220v 50hz

功率 power 18w

产品特点
product
characteristics

有手动、自动
两种操作动能
，自动指示终
点。搅拌速度
无极调动，设
有终点指示，
蜂鸣报警。it
has two functions
of manual
operation and
automatic
operation, the
blender is speed
variation. it is
equipped with
end-point
indication light
buzzer and
automatic lock
equipment.
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