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MECHANICAL PROPERTIES OF DEPOSITED METEL:

o bJ Mpal o 50 %0 VTYPE AKOU 0O
> 420 > 22 > 50

CHEMICAL COMPOSITION OF MELTING MENTALD

C Mn Si S P
< 0.12% 0.3~0.6% < 0.25% < 0.035% < 0.040%



RECOMMENDED WELDING CURRENTS
4.0 400 150-200
5.0 400 160-230

MECHANICAL PROPERTIES OF DEPOSITED METEL:

o S(Mpa) o b Mpal o 500 %0
> 330 > 420 > 22

CHEMICAL COMPOSITION OF MELTING MENTALD

C Mn Si S
< 0.12% 0.3~0.6% < 0.25% < 0.035%
Item No AWS E6013 AWS E6013 AWS E6013
Size: 2.5x 350mm 3.2x 350mm 4.0x 400mm
Packing: 5KG/innerx, 5KG/innerx, 5KG/innerx,
4xes/carton 4xes/carton
4xes/carton

Carton meas: 360*180*110mm 360*180*110mm 410*%160*110mm
GW 20.5KG 20.5KG 20.5KG
MOQ 10TONS 10TONS 10TONS
gooo AWS E6013
00 5.0x 400mm
oo 500/0 0,

A0 O /0
oooo 410%160*110mm
oo 2050 O

gooon 100

140-170
150-210

VTYPE AKOO 0O

P
< 0.040%

AWS E6013
5.0x 400mm
5KG/innerx,
4xes/carton

410*160*110mm
20.5KG
10TONS
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