
深圳防爆柜防火柜

产品名称 深圳防爆柜防火柜

公司名称 杰锐工业设备（深圳）有限公司

价格 600.00/个

规格参数 品牌:杰锐
型号:JY6004
产地:深圳

公司地址 深圳市宝安区松岗街道田洋二路11号B栋

联系电话 0755-33189756 15712072626

产品详情

深圳防爆柜防火柜

本公司生产的各种不同规格的防火安全柜能为您提供可燃、易燃液体及化学品的安全存储。深圳防爆柜
防火柜体积小巧的化学品储存柜，能够存放可燃、易燃品及有机溶剂，节省您工作空间的同时，也省去
您往返危险品储藏室的麻烦。

* 高质量的防火柜符合OSHA 29 CFR 1910.106和NFPA CODE30标准

* 全部双层防火钢板构造，两层钢板之间相隔有38mm的绝缘层

* 厚度大于1.2mm的优质钢板经过点焊接，使用寿命更长，防火性更好 

* 三点联动式门锁，轻松自如启闭180度的柜门配有双钥匙 

* 5厘米高的防漏液槽使意外流出的液体不外溢 

* 专业规范的警示标签显而易见 

* 装设有防闭火装置的双透气孔 

* 独有的防溢漏式层板可在每6厘米层挡上下之间自由调节

* 柜子内外都喷涂有环氧树脂漆 

* 严格按照OSHA规范，柜身设有静电接地传导端口，方便连接静电接地导线。



深圳防爆柜防火柜安装介绍：

*隔板卡口对准弯曲向上支架正确安装

The proper installation:the lock rid fits the groove of the shelf exactly

*柜子必须放置室内

Cabinets should be placed indoor

*柜子必须水平放置以使柜子正常开闭

Cabinets should be placed horizontally in order to keep as normal opening and closing.

*透气孔盖用来隔离柜内外，可根据当地法规将其移除

Dual vents with flame arresters are used to isolate the inside and outside,They can be

removed according to local regulations.

*当抬起或移动柜子时不要将手放置柜下

Do not put your hands under the cabinet when raising and moving

规格：

产品型号 产品名称 产品规格 产品描述
JY6004 4加仑防爆柜 H560*L430*W430mm 颜色：黄色；容积4加仑/1

5升；可调层板：一块；
门类型：单门，手动

JY6012 12加仑防爆柜 H890*L590*W460mm 颜色：黄色；容积12加仑/
45升；可调层板：一块；
门类型：单门，手动

JY6016 16加仑防爆柜 H 1120*L590*W460mm 颜色：黄色；容积16加仑/
60升；可调层板：一块；
门类型：单门，手动

JY6022 22加仑防爆柜 H1650*L590*W460mm 颜色：黄色；容积16加仑/
83升；可调层板：二块；
门类型：单门，手动

JY6030 30加仑防爆柜 H1120*L1090*W460mm 颜色：黄色；容积30加仑/
114升；可调层板：一块；
门类型：双门，手动

JY6045 45加仑防爆柜 H1650*L1090*W460mm 颜色：黄色；容积45加仑/
170升；可调层板：二块；
门类型：双门，手动

JY6060 60加仑防爆柜 H1650*L860*W860mm 颜色：黄色；容积60加仑/
227升；可调层板：二块；
门类型：双门，手动

JY6090 90加仑防爆柜 H1650*L1090*W860mm 颜色：黄色；容积90加仑/
340升；可调层板：二块；



门类型：双门，手动
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