
氧化铝陶瓷陶瓷片陶瓷板、耐磨瓷板，防磨瓷

产品名称 氧化铝陶瓷陶瓷片陶瓷板、耐磨瓷板，防磨瓷

公司名称 淄博宇邦工业陶瓷有限公司

价格 15.00/千克

规格参数 体积密度:3.62g/cm3
规格:150-100-50mm
产地:淄博

公司地址 淄川区昆仑镇东高村

联系电话 0533-5551008 15689320777

产品详情

耐磨氧化铝陶瓷衬片，耐磨氧化铝陶瓷衬板，氧化铝陶瓷管道衬板

Wear-resistant alumina mosaic, Wear-resistant alumina tile

产品特性/ Characteristics:

耐磨氧化铝陶瓷衬片，耐磨氧化铝陶瓷衬板，氧化铝陶瓷管道衬板其洛氏硬度为HRA80-90，仅次于金刚
石，耐磨性能远超过耐磨钢和锰钢。可直接将耐磨氧化铝陶瓷衬片，耐磨氧化铝陶瓷衬板，氧化铝陶瓷
管道衬板粘结到耐磨设备内壁，采用高温粘结剂在250℃下可长期运行不老化，利用氧化铝陶瓷的耐磨特
性延长设备的使用寿命；将耐磨氧化铝陶瓷衬片，耐磨氧化铝陶瓷衬板与橡胶及钢板复合后，作为耐磨
设备内衬，同样能显著提高设备的使用寿命。

Wear-resistant alumina tile are a special aluminum-oxide ceramic developed specifically for use as a wear resistant
surfacing material. Harder than any naturally occurring substance except diamond, almost any surface subjected to
sliding abrasive action can be protected with alumina ceramic. For example, it is being used to protect the metal
surfaces of chute, bins, and hoppers, vibrating feeder pans, cyclones, centrifuges, conveyors, elbows and other
equipment which is subject to severe abrasion.

 

Wear-resistant alumina tile are easily installed by plant maintenance people. They are available in standard brick and
tile shapes as well as in special shapes to fit irregular contours.

 

Fastening the ceramic to metal or other backing material is accomplished by using cements, by mechanical means, or
by a combination of cementing and mechanical attachment. The type of installation will determine which of the



following methods to use.

产品参数/Technical data:

项目/产品

Item/Product

92系列

92Series

95系列

95Series

氧化铝Al2O3（﹪）

≥92

≥95

莫氏硬度Hardness(Mohs)

9

9

吸水率Water Absorption(%)

≤0.02

≤0.02

断裂韧性Fracture toughness(MPa)

3.65

3.75

抗弯强度Bending strength(MPa)

255

275

体积密度Density(g/cm3)

≥3.60

≥3.65



耐压强度

Compressive Strength(MPa)

≥850

≥900

导热系数

Thermal Conductivity(W/m.K)

16.8

16.8

 

产品规格/Specification Available:：

 

耐磨氧化铝陶瓷衬片/ Wear-resistant alumina mosaic

产品/Product

长(L)mm

宽(W)mm

厚(H)mm

备注/Remarks

10×10

10

10

3--10

可粘贴/paste

17.5×17.5

17.5

17.5

4--10



可粘贴/paste

20×20

20

20

4--10

可粘贴/paste

24×24

24

24

4--10

可粘贴/paste

 

耐磨氧化铝陶瓷衬板/Wear-resistant alumina tile

产品/Product

长(L)mm

宽(W)mm

厚(H)mm

备注/Remarks

50×20

50

20

5--16

50×25

50

25

5--20



50×50

50

50

10--25

Plate or Welding

60×60

60

60

10--25

Plate or Welding

80×50

80

50

10--30

Plate or Welding

90×60

90

60

10--30

Plate or Welding

100×50

100

50

10--30

Plate or Welding

100×80



100

80

10--30

Plate or Welding

100×100

100

100

10--50

Plate or Welding

120×80

120

80

10—50

Plate or Welding

150×50

150

50

10--30

150×100

150

100

10—50

Plate or Welding

100×100

100

100



20

Coattail

 

氧化铝陶瓷管道衬板/ Wear-resistant alumina tile

产品/Product

长(L)mm

宽(W)mm

厚(H)mm

备注/Remarks

50×25/24

50

25/24

7

55×60/57

55

60/57

15

80×20/18

80

20/18

10

80×60/57

80

60/57

15

100×20/17



100

20/17

12

100×30/27

100

30/27

11

100×36.5/35

100

36.5/35

8

100×32/30

100

32/30

10

100×22/20

100

22/20

14

100×38/36

100

38/36

8--12

110×37/34

110

37/34



12

120×30/27

120

30/27

10

120×40/37.5

120

40/37.5

10

120×41/39

120

41/39

10--12

130×50/47

130

50/47

10--12

150×50/47

150

50/47

10--12

150×60/57

150

60/57

10--12

100×81.6/78.5



100

81.6/78.5
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应用领域/ Applications:

适合火电、钢铁、冶炼、机械、煤炭、矿山、化工、水泥、港口码头等企业的输煤、输料系统、制粉系
统、排灰、除尘系统等，一切磨损大的机械设备上均可根据不同的需求选择不同类型的产品。

We can supply alumina ceramics for the coal, steel, pulp & paper and power industries.

That is also best suited for anti-wear lining applications in the grain handling and mining industries. 

 为什么是宇邦工业陶瓷?

 

专业的工业陶瓷生产厂家。公司创始人从2002年起投身于工业陶瓷领域。

品质保证,我们的生产过程严格遵守ISO9001质量体系要求,对于生产需要的所有原料都严格控制质量;对原
料及产品定期委托第三方检验。

我们提供技术支持和售后服务，确保为客户提供合适的产品，创造效益。

我们愿意为您提供免费的样品。
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