
玻璃钢采光瓦——全通玻璃钢采光瓦

产品名称 玻璃钢采光瓦——全通玻璃钢采光瓦

公司名称 秦皇岛全通玻璃钢机械有限公司

价格 36.00/米

规格参数 材质:玻璃钢
产地:秦皇岛玻璃钢
规格:玻璃钢采光瓦

公司地址 秦皇岛市海港区海阳镇大里营工业区

联系电话 86-0335-7951693

产品详情

材质 玻璃钢 产地 秦皇岛玻璃钢
规格 玻璃钢采光瓦 品牌 全通玻璃钢采光瓦
用途 玻璃钢采光瓦

玻璃钢采光瓦

玻璃钢采光瓦按板型主要分为平板、正弦波、梯形波三种，按阻燃性分为普通阻燃型两种。可根据客户
需要制作各种不同型号的玻璃钢采光瓦

玻璃钢瓦（板）产品具有防腐蚀、耐老化、抗冲击、透光率高、成型美观、造价低廉的优点，是优质绿
色建材。近年来，环保建材、节能建材正在被广大用户认可。玻璃钢瓦（板）产品被广泛用于工业厂房
、仓库、温室、车站、码头、航空港、体育建筑、商业建筑、钢结构等诸多采光领域。

随着我国经济建设持续高速的发展，玻璃钢新品种的开发隐藏着十分巨大的潜力，玻璃钢板材新品种的
不断出现，促进和扩大了玻璃板材市场的极大需求。目前，不但在国内而且国外对玻璃钢板材的需求量
也越来越大。开发生产玻璃钢板材产品具有长远而稳定的广阔前景！

近年来，环保建材、节能建材正在被广大用户认可。玻璃钢瓦（板）产品被广泛用于工业厂房、仓库、
温室、车站、码头、航空港、体育建筑、商业建筑、钢结构等诸多采光领域。

玻璃钢瓦（板）产品具有连续成型、无限延长、轻质高强、耐老化、透光、阻燃、尺寸精确、表面光洁
、随意着色、免维护、绿色环保等特点，产品广泛用于大型建筑、现代轻钢结构彩色压型板、温室大棚
、体育场馆、水产养殖等场所。

透光性：采自然之光健康节能，漫射光纤，舒适明亮而柔和，满足人体健康机能要求，透光率可在0 —
90%间任意控制。



耐候性：在摄氏-40℃— 120℃温度范围内保持性能稳定，无高温软化，高寒脆化现象；亦可设计成双层
结构，保温效果更佳，尤为适用于北方严寒地区养殖场冬季生产。

耐腐性：高强耐酸碱，不氧化，使用年限可达20年以上！

高强性：超强抗冲击能力，可阻挡风雪冰雹的冲击，避免造成钉孔胀裂漏水。

阻燃性：阻燃性采光板氧指数≤30%，达到国家二级阻燃标准。

产品分类

按板型主要分为平板、正弦波、梯形波三种：按阻燃性分为普通型和阻燃型两种。

产品型号

厚度：0.4～4.0（mm）宽度：见板型图长度：根据工程需要

全通玻璃钢机械有限公司坐落于素有“京津后花园”之美誉的秦皇岛，现已形成集研发、生产、销售、
安装、服务于一体的综合性企业。公司自主研制的采光瓦（板）生产线，采用进口工业专用电脑实施高
精度控制，实现整条生产线自动化生产，可连续生产多种高透度及彩色防腐玻璃钢采光瓦（板），玻璃
钢玻璃钢防尘瓦，玻璃钢水槽以及玻璃钢装饰板材等。玻璃钢瓦（板）产品广泛用于大型建筑、现代轻
钢结构彩色压型板、温室大棚、体育场馆、水产养殖等场所。

quantong fiber reinforced plastic machinery co.,ltd located in known as "the back garden of jinjin" the reputation of
qinhuangdao, now it has formed a research and development, production, sale, installation and service of integrated
enterprise. qinhuangdao quantong frp machinery co., ltd, china develops lighting tiles (board) production line, which
uses imported industry special-purposed computer to implementation high precision control and whole production
line automation production. this equipment can continuous production many kinds of high transparency and colored
anticorrosion fiber reinforced plastic natural lighting tiles (board).in recent years, the peoples are concerning about
environmental protection building materials and energy save building materials. the product of the fiber reinforced
plastic tiles (board) widely used in the industry workshops, warehouses, greenhouses, transportation stations, wharfs,
airports, sport facilities, commercial buildings, steel structures, etc, and many natural lighting domains.

玻璃钢瓦生产线用撒丝机，不用毡也可生产，降低成本20%至30%左右，变频调整，控制方便，撒丝均匀
，生产出来的产品透明度更高，板材品质更佳。
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