
高速数控伸线机 ZL 铜线拉伸

产品名称 高速数控伸线机 ZL 铜线拉伸

公司名称 张家港市兆隆机电有限公司

价格 .00/个

规格参数 品牌:ZL
型号:ZL-24D
用途:铜线拉伸

公司地址 中国 江苏 张家港市 乐余镇镇北路乐西工业区

联系电话 86 0512 58960286/58962836 013901928475

产品详情

品牌 ZL 型号 ZL-24D
用途 铜线拉伸 别名 拉丝机

机体采用铸铁一体成形；

高质量平皮带传动，保养方便，噪音低；

伸线部分立式配置，结构紧凑；

双变频控制滑差，减少伸线打滑，增加线材美观及品质。

stainless，alloy wire fine wire extremely fine wire
short machine model zl-22ds zl-24ds zl-20d zl-36d
machine type 4 capstans square type vertical 6-shaft
motor control dual inverter control
wire finished(mm) φ0.10-φ0.32mm φ0.08-φ0.25mm φ0.05-φ0.12mm φ0.07-φ0.25mm
wire inlet dia.(mm) φ0.60-φ1.20mm φ0.50-φ1.00mm φ0.15-φ0.40mm φ0.85-φ1.60mm
line speed(mpm) 2500mpm/max 2500mpm/max 2000mpm/max 2000mpm/max
dies no./max 22 24 20 36
slip ratio of m/c 15% 13% 10.5% 13%+10.5%
fix speed capstan slip
ratio

8% 8% 6% 6%

final slip ratio 0-2%
frame lroned cast
capstan ceramic plasma
capstan dia.(max) φ194mm φ194mm φ120mm φ120mm
fix speed capstan dia. φ159mm φ159mm φ120mm φ159mm



main motor(dc/ac) 11kw 11kw 3.7kw 15kw
spooler motor(take-up
motor)(dc/ac)

3.7kw 3.7kw 2.2kw 3.7kw

transmission type flat belt
revise system coiling under automatic control of frequency converter
detecting device weight balance by swing arm
tension control weight balance type
lubrication type spray type
brake magnetic brake
lubrication type for
bearing

without oil

power source 380v 50/60hz
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