
周口紧凑型气缸ACE100X75 S 费斯托电磁阀

产品名称 周口紧凑型气缸ACE100X75 S 费斯托电磁阀

公司名称 河南浩之东贸易有限公司

价格 面议

规格参数

公司地址 郑州郑东新区商务外环路14号

联系电话  13683805352

产品详情

 紧凑型气缸ACE100X10

 紧凑型气缸ACE100X100

 紧凑型气缸ACE100X100-B

 紧凑型气缸ACE100X100-S

 紧凑型气缸ACE100X100-S-B

 紧凑型气缸ACE100X10-B

 紧凑型气缸ACE100X10-S

 紧凑型气缸ACE100X10-S-B

 紧凑型气缸ACE100X110

 紧凑型气缸ACE100X110-B

 紧凑型气缸ACE100X110-S

 紧凑型气缸ACE100X110-S-B

 紧凑型气缸ACE100X120

 紧凑型气缸ACE100X120-B



 紧凑型气缸ACE100X120-S

 紧凑型气缸ACE100X120-S-B

 紧凑型气缸ACE100X125

 紧凑型气缸ACE100X125-B

 紧凑型气缸ACE100X125-S

 紧凑型气缸ACE100X125-S-B

 紧凑型气缸ACE100X15

 紧凑型气缸ACE100X150

河南浩之东贸易有限公司以“互动、承诺、创新”的价值观和企业文化理念，我们的行为对客户、员工
，环境和整个社会有着广泛的影响。

如果换向阀内部泄漏，导致高压制冷剂气体泄漏到低压侧，并且在换向阀活塞两端不能建立正常压力，
则应更换换向阀。如果制冷系统中的压力差太大而无法反转换向阀，请检查制冷系统压力或找到泄漏点
并填充制冷剂。如果四通阀滑块没有动作或动作不到位，请使用螺丝刀木柄的末端进行检查判断，轻轻
敲击阀体，然后打开或关闭AC 220V电源。 ，重复几次，听到电枢吸力。当声音反转并且阀体中的气体
换向时，可以确定换向阀基本上恢复到正常操作。

【浩之东】紧凑型气缸ACE100X75-S电磁线圈被直接安装在阀体上，阀体被封闭在密封管中，构成
一个简洁、紧凑的组合。我们在生产中常用的电磁换向阀有二位三通、二位四通、二位五通等。

这里先说说二位的含义：对于电磁换向阀来说就是带电和失电，对于所控制的 阀门来说就是开和关。

欢迎有需要的前来河南浩之东贸易有限公司咨询、、、、、、、、、
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