
UNIKOR蓄电池MX12380 12V38AH开关控制

产品名称 UNIKOR蓄电池MX12380 12V38AH开关控制

公司名称 山东恒泰正宇电源科技有限公司销售部

价格 .00/只

规格参数 品牌:UNIKOR蓄电池
型号:MX12380
产地:中国

公司地址 济南市历城区银座万虹广场1001-5号

联系电话  13290292093

产品详情

UNIKOR蓄电池MX12380 12V38AH开关控制

已出口美国、日本、德国、意大利、英国、法国、韩国等几十个国家和地区蓄电池

?????????????????????????——2010??????UPS??????????????????????????????????
??????????

??????????????????????????????2010?????????????????????

??2009??????100?????????????????????????????????????“??????????”???????????
???????

????????????????????????????????????????????????????????????????????????????
?????

????????????????????????????



???2009????????????????????????????2010??????????????“???????????????”?????
?????????

????????????????????????????????????????????????????????????????????????????
???

????????????????????????????????????????????????????????????????????????????
?????

???????????40%??????????80%???????????????????????????????????????????????
????????

????????????????????????????????????????????????????????????????????????????
?????

????????????

应用领域与分类：◆ 免维护无须补液； ● UPS不间断电源；◆ 内阻小，大电流放电性能好；
● 消防备用电源；◆ 适应温度广； ● 安全防护报警系统；◆ 自放电小； ● 应急照明系统；◆
使用寿命长； ● 电力，邮电通信系统；◆ 荷电出厂，使用方便； ● 电子仪器仪表；◆ 安全防爆；
● 电动工具,电动玩具；◆ 独特配方，深放电恢复性能好； ● 便携式电子设备；◆
无游离电解液，侧倒仍能使用； ● 摄影器材；◆ 产品通过CE,ROHS认证,所有电池
● 太阳能、风能发电系统；符合国家标准。 ● 巡逻自行车、红绿警示灯等。 
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Usain bolt battery features:

1) USES the battery slot cover, column double seal design, ensure no leakage



acid.

2) oxygen adsorption glass composite efficiency effectively control the battery
internal moisture loss, therefore in the process of the whole battery without
filling water or acid maintenance.

3) safe and reliable, the special sealing structure, flame retardant one-way
exhaust system, in use process will not leak, will not fire.

4) use the computer of pure design low lead calcium alloy plate gate,
maximum limit reduces the gas production, circulation and easy to use, greatly
extend the service life of the battery.

5) thick plate, the heat sealing slot cover bond, multivariate lattice cell design
make the battery installation and maintenance is more economic. ? High
weight specific energy, small internal resistance ?

温度对通信开关电源性能和寿命的影响
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注：＞24AH电池额外容量以10小时率计，≤24AH电池额外容量以20
小时率计；容量为25℃下的平均值。
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