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ledd O O O O advantages of led streetlightT] O energy-savingD 0 0 0 000000000000 0OOO0O0O
O0000000060%0 0000000080 0000000000OledD00ODOO0O0O130IMm/w
O0000000000300000000 0O high energy-saving: dc driven and low power consumption, saving

60% more energy than high pressure sodium lamp at the same illumination intensity, and over 80% for filament
lamp; 0 high luminous efficacy: the present led has a nolumius efficacy of 130Im/w, and expected to reach 200lm/w by



2012;01 led can be operated at minus 30 degrees celsius

0000 Osemi-conductor lightingD O O 0D 0000000 OODODO0O0OOOOOOOODODOOOOOO
0000000000000 0 O perfect match: extreme available with the light source of solar power and wind
power;[] high firmness: with high shock and impact resistance.l] (I O long lifetimed O O O O O 0O 0O O ledd O O
0000000000000 00DO00D0Doe00DbO00D0DOOoO0DOOoOowOoOoDDbOOoOooDoOoon
O O long lifetime: use of new type led light source and light distribution system, allows continuous use of more than
60,000 hours and over 10 years lifetime, no light source replacement required.[] [J environment-friendly 0O 00 [0 [
OO0000000DOO000O0O0o0DOO00oOooo0Oo0doDooooOoooDooooooooOooog
O000000OD0OO0O O green lighting: no uv radiation and light pollution , low glare, waste recyclable, mercury-free,
cold light source giving safe touch control.C0 O O with multipletypes0 D 0D 0 0D 0000000 OODODOO
0000000000000 00000D0DO00000D0DO00000D0DOO00OO0kdObOOODDd
O00000ODOcctd2500k~12000k0 0 0 000000 DOODO0O0O0O0O0OOOOODODOO0O0O0OOOO
00000000 0000ooobooOdOooonnn O flexible: can be used together with the products of all
models, thin & light designs.[] high directivity: applicable for the area with high intensity illuminationJ good color
temperature: white light led, able to meet the user”s specific ct demand (cct: 2500k~12000k); ] good color rendering:
to render the true colors of an object;[J multi-color optional: the light can be changed by readjusting the current,
multi-color combination available
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