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S811 Soft StartersDescriptionS811N37N3LThe Eaton S811N37N3L Open Soft Starter has a 37 Max. Current Capacity
and a 10 230V Hp Rating.S811N37N3SThe Eaton S811N37N3S Open Soft Starter has a 37 Max. Current Capacity
and a 10 230V Hp Rating.S811N37P3SThe Eaton S811N37P3S Open Soft Starter has a 37 Max. Current Capacity and
a 10 230V Hp Rating.S811N66N3LThe Eaton S811N66N3L Open Soft Starter has a 66 Max. Current Capacity and a
20 230V Hp Rating.S811N66N3SThe Eaton S811N66N3S Open Soft Starter has a 66 Max. Current Capacity and a 20
230V Hp Rating.S811N66P3SThe Eaton S811N66P3S Open Soft Starter has a 66 Max. Current Capacity and a 20
230V Hp Rating.S811R10N3LThe Eaton S811R10N3L Open Soft Starter has a 105 Max. Current Capacity and a 40
230V Hp Rating.S811R10N3SThe Eaton S811R10N3S Open Soft Starter has a 105 Max. Current Capacity and a 40
230V Hp Rating.S811R10P3SThe Eaton S811R10P3S Open Soft Starter has a 105 Max. Current Capacity and a 40
230V Hp Rating.S811R13N3LThe Eaton S811R13N3L Open Soft Starter has a 135 Max. Current Capacity and a 50
230V Hp Rating.S811R13N3SThe Eaton S811R13N3S Open Soft Starter has a 135 Max. Current Capacity and a 50
230V Hp Rating.S811R13P3SThe Eaton S811R13P3S Open Soft Starter has a 135 Max. Current Capacity and a 50
230V Hp Rating.S811T18N3LThe Eaton S811T18N3L Open Soft Starter has a 180 Max. Current Capacity and a 60
230V Hp Rating.S811T18N3SThe Eaton S811T18N3S Open Soft Starter has a 180 Max. Current Capacity and a 60
230V Hp Rating.S811T18P3SThe Eaton S811T18P3S Open Soft Starter has a 180 Max. Current Capacity and a 60
230V Hp Rating.S811T18V3LThe Eaton S811T18V3L Open Soft Starter has a 180 Max. Current Capacity and a 60
230V Hp Rating.S811T24N3LThe Eaton S811T24N3L Open Soft Starter has a 240 Max. Current Capacity and a 75
230V Hp Rating.S811T24N3SThe Eaton S811T24N3S Open Soft Starter has a 240 Max. Current Capacity and a 75
230V Hp Rating.S811T24P3SThe Eaton S811T24P3S Open Soft Starter has a 240 Max. Current Capacity and a 75
230V Hp Rating.5811T24V3LThe Eaton S811T24V3L Open Soft Starter has a 240 Max. Current Capacity and a 75
230V Hp Rating.S811T30N3LThe Eaton S811T30N3L Open Soft Starter has a 304 Max. Current Capacity and a 100
230V Hp Rating.S811T30N3SThe Eaton S811T30N3S Open Soft Starter has a 304 Max. Current Capacity and a 100
230V Hp Rating.S811T30P3SThe Eaton S811T30P3S Open Soft Starter has a 304 Max. Current Capacity and a 100
230V Hp Rating.5811T30V3LThe Eaton S811T30V3L Open Soft Starter has a 304 Max. Current Capacity and a 100
230V Hp Rating.S811V10N3LThe Eaton S811V10N3L Open Soft Starter has a 1000 Max. Current Capacity and a 400
230V Hp Rating.S811V10N3SThe Eaton S811V10N3S Open Soft Starter has a 1000 Max. Current Capacity and a 400
230V Hp Rating.S811V10P3SThe Eaton S811V10P3S Open Soft Starter has a 1000 Max. Current Capacity and a 400



230V Hp Rating.S811V36N3LThe Eaton S811V36N3L Open Soft Starter has a 360 Max. Current Capacity and a 150
230V Hp Rating.S811V36N3SThe Eaton S811V36N3S Open Soft Starter has a 360 Max. Current Capacity and a 150
230V Hp Rating.S811V36P3SThe Eaton S811V36P3S Open Soft Starter has a 360 Max. Current Capacity and a 150
230V Hp Rating.S811V36V3LThe Eaton S811V36V3L Open Soft Starter has a 360 Max. Current Capacity and a 150
230V Hp Rating.S811V42N3LThe Eaton S811V42N3L Open Soft Starter has a 420 Max. Current Capacity and a 175
230V Hp Rating.S811V42N3SThe Eaton S811V42N3S Open Soft Starter has a 420 Max. Current Capacity and a 175
230V Hp Rating.S811V42P3SThe Eaton S811V42P3S Open Soft Starter has a 420 Max. Current Capacity and a 175
230V Hp Rating.5811V42V3LThe Eaton S811V42V3L Open Soft Starter has a 420 Max. Current Capacity and a 175
230V Hp Rating.S811V50N3LThe Eaton S811V50N3L Open Soft Starter has a 500 Max. Current Capacity and a 200
230V Hp Rating.S811V50N3SThe Eaton S811V50N3S Open Soft Starter has a 500 Max. Current Capacity and a 200
230V Hp Rating.S811V50P3SThe Eaton S811V50P3S Open Soft Starter has a 500 Max. Current Capacity and a 200
230V Hp Rating.S811V50V3LThe Eaton S811V50V3L Open Soft Starter has a 500 Max. Current Capacity and a 200
230V Hp Rating.S811V65N3LThe Eaton S811V65N3L Open Soft Starter has a 650 Max. Current Capacity and a 250
230V Hp Rating.S811V65N3SThe Eaton S811V65N3S Open Soft Starter has a 650 Max. Current Capacity and a 250
230V Hp Rating.S811V65P3SThe Eaton S811V65P3S Open Soft Starter has a 650 Max. Current Capacity and a 250
230V Hp Rating.S811V65V3LThe Eaton S811V65V3L Open Soft Starter has a 650 Max. Current Capacity and a 250
230V Hp Rating.S811V72N3LThe Eaton S811V72N3L Open Soft Starter has a 720 Max. Current Capacity and a 300
230V Hp Rating.S811V72N3SThe Eaton S811V72N3S Open Soft Starter has a 720 Max. Current Capacity and a 300
230V Hp Rating.S811V72P3SThe Eaton S811V72P3S Open Soft Starter has a 720 Max. Current Capacity and a 300
230V Hp Rating.5811V72V3LThe Eaton S811V72V3L Open Soft Starter has a 720 Max. Current Capacity and a 300
230V Hp Rating.S811V85N3LThe Eaton S811V85N3L Open Soft Starter has a 850 Max. Current Capacity and a 350
230V Hp Rating.S811V85N3SThe Eaton S811V85N3S Open Soft Starter has a 850 Max. Current Capacity and a 350
230V Hp Rating.S811V85P3SThe Eaton S811V85P3S Open Soft Starter has a 850 Max. Current Capacity and a 350
230V Hp Rating.S811V85V3LThe Eaton S811V85V3L Open Soft Starter has a 850 Max. Current Capacity and a 350
230V Hp Rating.
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