
专业生产各类球墨铸件年产量4000吨有出口权

产品名称 专业生产各类球墨铸件年产量4000吨有出口权

公司名称 吴江市震堰球铁铸造有限公司

价格 10000.00/件

规格参数 品牌:ZY
型号:QT
适用范围:通用

公司地址 震泽镇318国道南侧（金星村）

联系电话 0512-63752900 13962556168

产品详情

品牌 ZY 型号 QT
适用范围 通用 产品别名 泵

图片，价格，产品属性，仅供参考,不作交易价格,具体以实物为准,欢迎来电咨询

吴江市震堰球铁铸造有限公司位于闻名海内外的“铸件之乡”--江苏震泽，“上有天堂，下有苏杭”中
国吴江的震泽镇西大门，她东临上海，西濒湖洲，北倚苏州，318国道、205省道和苏嘉杭高速公路伴厂
而过，离上海外运港口仅100公里，交通便捷，地埋位置十分优越，本公司通过iso-9001、2000管理体系认
证证书。本公司拥有世界上流的生产设备和技术，现有中频电炉1吨4台，148造型机2台，146造型机16台
，射芯机3台，壳芯机2台，精抛机2台，砂处理设备一套，化验设备一套等主要生产设备。我公司现有员
工150人，质管人员8人，技术人员6人，工程师3人。现年产值超过2500吨。本公司主要生产各种高档球
铁机械铸件。本公司本着“团结、务实、开拓、创新”的理念，共创辉煌的明天。

生产工艺流程：

part/process number operation operatation description

000 生铁进货检验pig iron incoming inspection 生铁材料按gb或厂标查验pig iron material inspection
per gb or company standard

010 原沙检验raw sand inspection 原沙材料按gb或厂标检验raw sand inspection per gb or
company standard

020 芯沙检验core sand inspection 芯沙材料按gb或厂标检验core sand inspection per gb
or company standard

030 模具检验mould inspection 按图纸进行工艺及尺寸检验technics and size



inspection per drawings
040 芯盒检验core box inspection 按图纸进行工艺及尺寸检验technics and size

inspection per drawings

100 碾沙grinding sand 按型沙料单进行碾沙并作型沙质量抽查grinding sand
per material list and sample to inspect quality.

200 制芯core making 手工或机器，查外观.无飞边.裂纹.凹凸等缺陷manu
al or machine,visual inspection.

300 造型mould making z145造型机.砂型表面光洁无缺陷,砂型等湿度应适中
z145 moulding machine,no defects on the surface of sand
moulding and proper wet degree.

400 模具组装mould fixing 手工组装砂型和砂芯fixing mould and sand core
manually

500 熔炼melting 500kg电炉按操作要求熔炼合格铁水melting per
operation requirement with 500kg furnace

600 炉前检验inspection before furnace 炉前热分析heat analysis before furnace

700 浇铸pouring 按操作要求浇铸铸型,关注浇铸速度和冷却时间pour
ing per operation requirement，pay attention to pouring
speed and cooling time

800 清理cleaning 使铸件和浇冒口分离，并打磨飞边及浇口removing
gates from casting and grind fins and gates.

900 抛丸及初检blasting and primary inspection 使铸件表面光洁度符合技术合同要求，并初检铸造
缺陷surface finish shall comply with technical and
contract requirement,preliminary inspection of cast
defects.

1000 材质检查material inspection 化学成份．金相．抗拉强度．延伸率．硬度检查ch
emical analysis,metallographics analysis,mechanical
property inspection

1100 最终检验final inspection 按图纸尺寸size per drawings

1200 防护protection 防锈rustproof

1300 包装及交付packaging and delivery 包装箱尺寸及标识正确,箱内铸件摆放整齐,报告齐
全proper packaging,mark and reports
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