
少量油漆拼箱出口要求

产品名称 少量油漆拼箱出口要求

公司名称 上海丹吉士国际物流有限公司

价格 .00/个

规格参数

公司地址 上海市虹口区四平路773号金大地商务楼718室

联系电话 021-56056328 17701605469

产品详情

油漆涂料都是属于3类危险品，准备好英文MSDS，危包证（或着限量证明），给货代订舱，一般提前10
天左右订舱

全球大部分基本港都是可以去的，但是需要中转的就需要单独确认了，比如从新加坡中转，3类的危险品
就不好操作（和其他类别的危险品需要放在不同级别仓库）

3类，易燃液体，主要就是看闪点，闪点越高越高，低了订舱船公司有可能拒绝的，比如在夏天的时间，
闪点太低的货，有些船公司是拒接的。常见的是胶水，油漆，固化剂，稀释剂等，UN1263，UN3469等
。

UN No.：1263 CLASS 3

联合国正确运输名称（中文）：涂料(包括色漆、喷漆、搪瓷、着色剂、虫胶、清漆、抛光剂、液态填料
和液态喷漆基料) 或涂料的相关材料(包括涂料稀释剂或冲淡剂)

联合国正确运输名称（英文）：PAINT (including paint, lacquer,enamel, stain, shellac, varnish,polish, liquid filler
and liquid lacquer base) or PAINT RELATED MATERIAL (including paint thinning or reducing compound)

UN No.：3469 CLASS 3

联合国正确运输名称（中文）：涂料、易燃、腐蚀性(包括色漆、喷漆、搪瓷、着色剂、虫胶、清漆、抛
光剂、液态填料和液态喷漆基料)或涂料的相关材料、易燃、腐蚀性(包括涂料稀释剂或冲淡剂)

联合国正确运输名称（英文）：PAINT, FLAMMABLE, CORROSIVE (including paint, lacquer, enamel, stain,
shellac, varnish, polish, liquid filler and liquid lacquer base) or PAINT RELATED MATERIAL, FLAMMABLE,
CORROSIVE(including paint thinning or reducing compound)
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